
State of California

AIR RESOURCES BOARD

EXECUTIVE ORDER G-70-191-AA

Relating to Language Correction in
Existing Executive Order G-70-191

Healy Systems, Inc.

WHEREAS, the California Air Resources Board ("the Board" or "CARB") has
established, pursuant to California Health and Safety Code sections 39600, 39601 and
41954, certification procedures for systems designed for the control of gasoline vapor
emissions during motor vehicle fueling operations (Phase II vapor recovery systems) in
its "CP-201 Certification Procedure for Vapor Recovery Systems of Dispensing
Facilities" (the "Certification Procedures") as last amended June 1, 2001, incorporated
by reference into Title 17, California Code of Regulations, Section 94011;

WHEREAS, the Board has established, pursuant to California Health and Safety Code
sections 39600, 39601 and 41954, test procedures for determining the compliance of
Phase II vapor recovery systems with emission standards in TP-201.1 through
TP-201.6 ("the Test Procedures") last amended February 1, 2001, incorporated by
reference into Title 17, California Code of Regulations, Section 94011;

WHEREAS, on August 8, 1999, the Board issued Executive Order G-70-191 for the
Healy/Franklin Electric VP-1000 Vapor Pump with the Healy Model 600 Vapor Recovery
Nozzle (Healy/Franklin System) Healy Model 600 ORVR/800 Nozzle with the
Healy/Franklin Electric VP-1000 Vapor Pump (Healy ORVR Phase II Vapor Recovery
System) pursuant to the Certification and Test Procedures;

WHEREAS, Executive Order G-70-191 did not correctly describe the Power Level
Controls for the Healy/Franklin Electric VP-1000 vapor pump.  The language has been
modified to accurately reflect the operational characteristics of the Healy/Franklin
Electric VP-1000 vapor pump.  A nozzle vapor valve verification test procedure and
vapor pump operational verification language has been added.  Additional language
regarding the use of "low-point" condensate traps in the vapor return lines and the use
of above ground manifolding of existing station vapor plumbing, increasing the
maximum hose length from 13 to 15 ft has also been added;

WHEREAS, these changes and additions in the language to Healy ORVR Phase II
Vapor Recovery System Executive Order have been evaluated pursuant to the Board’s
Certification Procedure and are clarifying changes;








